
APPLICABLE SPAN TABLE FOOTNOTES (REF. PAGES 9 -13) 
1) WEIGHT OF WALL ABOVE PROX HEADER IS ASSUMED AT 6.0 POUNDS PER 

SQUARE FOOT MAXIMUM. THE HEADER IS ASSUMED TO ONLY TAKE THE 
PORTION OF WEIGHT FROM THE WALL, A DISTANCE OF HALF, THE SPAN 
DISTANCE ABOVE THE HEADER.  THE REMAINDER WEIGHT SPANS 
ACROSS THE OPENING VIA THE SHEATHING.

2) WEIGHT OF WALL ABOVE PROX HEADER IS ASSUMED AT 17.0 POUNDS 
PER SQUARE FOOT MAXIMUM.  HEADER IS ASSUMED TO ONLY TAKE THE 
PORTION OF WEIGHT FROM THE WALL, A DISTANCE OF HALF THE SPAN 
DISTANCE ABOVE THE HEADER.  THE REMAINDER WEIGHT SPANS 
ACROSS THE OPENING VIA THE SHEATHING.

3) HEIGHTS SHOWN ARE MAXIMUM ALLOWABLE FROM SUPPORT POINT TO 
SUPPORT POINT.  (DECK TO DECK OR BEAM) CALCULATED HEIGHTS 
ABOVE FEET ARE LISTED AS 50 FEET.

4) ALLOWABLE SPANS ARE BASED UPON AN ASSUMPTION THAT THE 
HEADER OCCURS AT A HEIGHT OF 6 FEET OR GREATER.

5) DESIGNER IS TO PROVIDE JAMB STUD DESIGN FOR SPECIFIC 
CONDITIONS.

6) DEFLECTION LIMITS LISTED ARE FOR BOTH VERTICAL AND LATERAL 
DEFLECTIONS.

7) HEADERS ARE TO BE INSTALLED IN ACCORDANCE WITH PROVIDED PROX 
HEADER DETAILS.

8) PROX OUTER TO PROX INSERT CONNECTION IS (#8 INTERIOR OR #10 
EXTERIOR) SCREWS AT 24 INCHES ON CENTER EACH SIDE.

9) PROX OUTER TO PROX INSERT CONNECTION IS (#8 INTERIOR OR #10 
EXTERIOR) SCREWS AT 12 INCHES ON CENTER EACH SIDE.

10)PROX OUTER TO PROX INSERT CONNECTION IS (#8 INTERIOR OR #10 
EXTERIOR) SCREWS AT 8 INCHES ON CENTER EACH SIDE.

11)STRESS CHECKS COMBINING DEAD AND WIND LOADS ARE COMPLETED 
USING 0.75 TIMES THE LATERAL PRESSURES IDENTIFIED IN 
ACCORDANCE WITH AISI LOAD COMBINATIONS.

INTERIOR WALLS WITH MULTIPLE LAYERS OF GYPSUM BOARD
THE SPAN TABLES [PRESENTED] ASSUME THAT INTERIOR WALLS WEIGH
(APPROXIMATELY) 6 POUNDS PER SQUARE FOOT. (1 LAYER OF 5/8” GYP. ON
EACH SIDE). AND, EXTERIOR WALLS WEIGH APPROXIMATELY 17 POUNDS
PER SQUARE FOOT. (1 LAYER OF 5/8” GYP. ON EACH SIDE, PLUS 7/8” PLAS-
TER EXTERIOR).  IF THE WEIGHT OF THE WALL (INTERIOR OR EXTERIOR)
EXCEEDS THESE ASSUMPTIONS THEN THE SECTION PROPERTIES SHOULD
BE REVIEWED TO EVALUATE THE PROJECT SPECIFIC CONDITIONS. FOR
ASSISTANCE PLEASE CONTACT BRADY CONSTRUCTION INNOVATIONS

IF AN INTERIOR WALL HAS 2 OR 3 LAYERS OF GYPSUM BOARD, ON EACH
SIDE, THE WEIGHT OF THE WALL IS APPROXIMATELY 11 OR 16 POUNDS PER
SQUARE FOOT, RESPECTIVELY.  THE SPAN TABLES DO NOT SPECIFICALLY
ADDRESS THIS CONDITION.  HOWEVER, THE SPAN TABLES FOR 15 POUNDS
PER SQUARE FOOT WIND PRESSURE ON AN EXTERIOR WALL CAN [CON-
SERVATIVELY] BE USED FOR INTERIOR CONDITIONS WITH 2 OR 3 LAYERS OF
GYPSUM BOARD AS INDICATED ABOVE.

PRO X CLIP NOTES (REF. PAGE 15)
1. JAMB MEMBER THICKNESS TO MATCH OR EXCEED PROX 

HEADER THICKNESS.
2. WHEN USING PROX HEADER WITHOUT INSERT INSTALL ONE SCREW IN 

EACH OF THE FOUR CORNER HOLES WHEN APPLYING CLIPS WITH SIX 
HOLES. WHEN APPLYING CLIPS WITH TEN HOLES INSTALL ONE SCREW IN 
EACH OF THE FOUR CORNERS AND THE CENTER HOLES (6 TOTAL). 
WHEN USING PROX HEADER WITH INSERT INSTALL ONE SCREW IN EACH 
HOLE (6 TOTAL AND 10 TOTAL RESPECTIVELY).

3. MAXIMUM GAP BETWEEN END OF HEADER AND JAMB TO BE 1/4 INCH 
EACH SIDE.

4. ALL CLIPS ARE 54 MILS.
5. HORIZONTAL LOADS LISTED ARE CALCULATED VALUES DIVIDED BY 0.75 

TO ACCOUNT FOR AISI LOAD COMBINATIONS INVOLVING WIND.
6. ALL FASTENERS/SCREWS CAN BE INSTALLED IN EITHER DIRECTION. (I.E. 

CLIP TO JAMB OR JAMB TO CLIP)

INTERIOR                          
1 - LAYER 5/8” EACH SIDE

INTERIOR                          
2 - LAYERS 5/8” EACH SIDE

INTERIOR                          
3 - LAYERS 5/8” EACH SIDE -

EXTERIOR:
STUCCO OR METAL PANEL

EXTERIOR OR INTERIOR:
WEIGHING MORE THAN 17 POUNDS

PER SQUARE FOOT

6 POUNDS PER SQ. FOOT

11 POUNDS PER SQ. FOOT

16 POUNDS PER SQ. FOOT

VERIFY TO BE LESS THAN 
17 POUNDS PER SQ. FOOT

MORE THAN 17 POUND 
PER SQ. FOOT

5 PSF  (INTERIOR)

15 PSF  (EXTERIOR)

15 PSF  (EXTERIOR)

EXTERIOR WIND PRESSURE 
DETERMINED BY CODE

* USE PROPERTIES AND 
ENGINEERING EVALUATION 

WALL  TYPE                                             WEIGHT PER S.F. SPAN  TABLE  TO USE

* FOR ASSISTANCE PLEASE CONTACT BRADY CONSTRUCTION INNOVATIONS @ 1-888-475-7875

SCREW CONNECTIONS

Place screws in ProX Channels per span table footnotes.
See footnotes above. 
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